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LYONDELLCHENllCALCOMPANY Revision No. 4 - April 2005 

Sandia Project 728-LC-05 

Figure 1-4 

Channelview Plant 
Plant Well No. 1 (WDW-148) 

Well Schematic Schematic All depths reference RKB 

Status: Active KB = 14.0' above Ground Level 

6L~ :?Z-7' -4Sl 

COMPLETION DETAIL 
1. Conductor Pipe: 20". Set from surface to 40'. 

2. Surface Casing: 13-3/8", 61.0 ppf, K-55, STC. Set from surface to 2,526' in 
17-1/2" hole. Cemented to surface w/1 ,057 sx Howco Lite and 300 sx 
Class H. 

3. Protection Casing: Mixed string as follows: 3,251' of9-5/8", 36.0 ppf, K-55, 
LT&C and 3,977' of 9-5/8", 40 ppf., S-80, STC. Set from surface to 
7,228' in a 12-1/4" hole. Multi-Stage Cement Tool at 4,756'. Cemented 
to surface w/ 600 sx Howco Lite and 300 sx 50150 Pozmix (bottom 
stage), and 1,560 sx Howco Lite (top stage). 
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II. 

Injection Tubing: 5-1/2", 17 ppf, L-80. Set from surface to 5,958'. 

Annulus Fluid: Filled with non-corrosive packer fluid. 

Injection Packer: Baker Model F-1 set at 5,958' w/TIW Seal Assembly stung 
into PBR on ton of liner. EPJ Liner Hanger below PBR 

4!?9•7' 
Liner: 7", L-80, 26 ppf, LTC 8rd set to 7,285', cement w/275 sx Latex. 

Remedial squeeze w/285 sx 50150 Pozmix and top squeeze w/140 sx 
Class H. 

Perforations: 6,690' to 6,709'; 6,710' to 6770'; 6,798' to 6,818' 

Squeeze Perforations in Liner from 6,840' to 6,845'. w( 7.f'"s,u eu-s-s A 
T?£'" SjL~ C.!...;K.I f!- ·~~0' ."-tz 

Junk left in wellbore: rope socket, CCL, perf barrel; top at 6,818' (2004) 

Sidetrack Plug Back Depth: 6,850'; Cement plug from 6,818' to 6864'. 

12. Abandoned perforations in sidetrack hole. 

13. 

14. 
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17. 

Sidetrack well drilled to a total depth of7,300'. 
S";bL..,---r.A-.::..i: t 2 '(C, 

Window cut from 6,181' to 6,157', Tail Trip Whipstock set above CIBP@ +/-
6,200'. 

Cement plug from 6,394' to 6,874 feet, borehole filled with 9.5 l~~~t:::~:""j 
abovarpllig. c,..-..."7' 

Abandoned perforations in original borehole. ts. BE?I·fl b7.'St 

Original well drilled to a total depth of 7,228 '. 
h " Pert. 716'1' 

-NOTES-

Base ofUSDW: 3,550'. J 
...J J"z_.o-o 1 

Current Completio 6,690' to 6,818' (Frio E & F Sand) 

Regulatory Intervals: Lor.... 't:.t.l'"rl.}S 

Confining Zone: 4,750' to 5,150' (Anahuac Fm.) 
Injection Zone: 5, 150' to 7,350' (Frio & Vicksburg 
Injection Interval: 6,8'84' to 7,277' (Frio NB!C Sand) 
Injection Interval: 6,630' to 6,874' (Frio E&F Sand) 
Injection Interval: 6,502' to 6,624' (Frio D Sand) 

Depths referenced to WDW-148, Induction Log 

Schematic - Plant Well 1 rm-rnu Revision No. 4 -


